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Y66XX SERIES TUBULAR YAGI ANTENNAS
FULLY WELDED WITH DIRECT "N" FEED

 Congratulations on your purchase of a Yagi antenna. 
 

Every Yagi is 100% inspected and is designed to 
provide excellent performance and reliability for many 
years.
 

When choosing an antenna, it is always desirable to 
use an antenna that has the lowest gain that will 
adequately make the system work reliably.  
 

Yagi antennas are very directional therefore care must 
be taken to insure the antenna is accurately directed 
at the desired site. This becomes even more important 
when using higher gain Yagis.  Generally, the higher 
the gain of an antenna, the narrower its beam width.
 

An ideal installation will take advantage of local terrain 
and building locations. The antenna should always be 
mounted at the highest unobstructed location 
available.
 

Note:
Installations that meet performance goals during 
months that trees are barren, and foliage is at a 
minimum may prove to be unacceptable in the spring 
when the sap is running and leaves begin to appear.

INSTALLATION INSTRUCTIONS
 

The installation of these antennas is relatively 
easy. Vertical polarization (elements pointing
up and down) is normal for these antennas.  The
shorter elements point toward the signal source
 

The mounting bracket is set up to mount to a
vertical mast by using the (2) supplied mounting 
blocks and V Bolts. They are designed to mount 
on a mast measuring up to 2-3/8" diameter.
 

ATTENTION:  Always wear safety glasses and follow 
the proper safety practices when installing this 
antenna.

This antenna is designed with .062" drain holes on the bottom
of the boom. These drain holes allow any moisture that builds 
up from condensation forming inside the boom to be eliminated.
  
The proper mounting should be such that the .062" drain 
holes point down. The bottom of the boom can also be identified 
by the position of the driven element which has a plastic bushing 
over the element where it enters the boom.
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WARRANTY
Mobile Mark, Inc. (Seller) warrants to Buyer that the products for a 

period of two years from the date of shipment will be free from defects of 
material and workmanship, and will be in accordance with specifications 
referred to herein. Seller’s sole obligation under these warranties will be 
limited to either, at Seller’s option and expense, repairing, or furnishing a 

replacement F.O.B. First point of shipment for the products or parts 
thereof which Seller reasonably determines do not conform with these 

warranties, and Buyer’s exclusive remedy for breach of any of such 
warranties will be enforcement of such obligations of Seller. THE 

FOREGOING WARRANTIES ARE EXCLUSIVE AND IN LIEU OF ALL OTHER 
WARRANTIES OF MERCHANTABILITY, FITNESS FOR PURPOSE AND OF ANY 
OTHER TYPE, WHETHER EXPRESS OF IMPLIED. IN NO EVENT SHALL SELLER 
BE LIABLE FOR CONSEQUENTIAL DAMAGES, nor shall Seller’s liability on 

any claims for damages arising out of or connected with the sales 
contract for the manufacture, sale, delivery or use of the products exceed 

the purchase price of the products. Any action for breach of warranty 
must be commenced within one year after the cause of action accrues.


	Sheet1
	Drawing View3


