
© 2026 Mobile Mark, Inc. 950-136-9-001-0926 JM | Subject to Change Without Notice  

US Headquarters +1.847.671.6690
US/CA Toll Free +1.800.648.2800
info@mobilemark.com

European Facility +44.1543.459555
european_enquiries@mobilemark.com (UK)

®

WARRANTY: Mobile Mark, Inc. (Seller) warrants to Buyer that the products for a period of three years from the date of shipment will be free from defects of 
material and workmanship, and will be in accordance with specifications referred to herein. Seller’s sole obligation under these warranties will be limited 
to either, at Seller’s option and expense, repairing, or furnishing a replacement F.O.B. First point of shipment for the products or parts thereof which Seller 
reasonably determines do not conform with these warranties, and Buyer’s exclusive remedy for breach of any of such warranties will be enforcement of such 
obligations of Seller. THE FOREGOING WARRANTIES ARE EXCLUSIVE AND IN LIEU OF ALL OTHER WARRANTIES OF MERCHANTABILITY, FITNESS FOR 
PURPOSE AND OF ANY OTHER TYPE, WHETHER EXPRESS OF IMPLIED. IN NO EVENT SHALL SELLER BE LIABLE FOR CONSEQUENTIAL DAMAGES, nor 
shall Seller’s liability on any claims for damages arising out of or connected with the sales contract for the manufacture, sale, delivery or use of the products 
exceed the purchase price of the products. Any action for breach of warranty must be commenced within one year after the cause of action accrues.

Installation Instructions

BSLL-150/450/800 with BSLLUMNT1-2

Installation Steps:

1.	 Start by clamping two “V” blocks on the mounting mast with 
the two 8” bolts, two lock washers, and two nuts.
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ATTENTION: Always wear safety glasses and follow the 
proper safety practices when installing this antenna.

Note: Maximum diameter for support and base pipes = 2.5” (6.35 cm)

Do Not Overtighten: Tighten nuts to 5lbs/ft (6.8 Nm)

2.	 Slide the two remaining “V” blocks on the bolts in the same 
orientation as shown in the pictures. Secure them with the 
two remaining lock washers and nuts without tightening.

3.	 Slide the antenna down in between the last two “V” blocks 
installed and now tighten the nuts.
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